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Daudzums Apraksts
1 COMFORT 15-14 BDT PM

Piezīme. Produkta attēls var atšķirties no faktiskā produkta izskata.

Produkta Nr.: 99812350

The high-efficiency Grundfos COMFORT BDT PM and BXDT PM pumps are designed for recirculation of domestic hot water in
single- and two-family houses securing hot water instantly to all faucets. The pumps have a corrosion-resistant pump housing
suitable for drinking water and are powered by a single-phase, high-efficiency ECM with permanent-magnet rotor.
The integrated digital timer has been developed for domestic hot-water recirculation in systems with either hot-water tanks or
plate heat exchangers for hot-water production. The timer allows you to customize the pump's operating periods, ensuring
optimal comfort while lowering energy costs. Additionally, the pump can be set to continuous operation 100 % for
commissioning of the pump or 24 hours instant hot water.
COMFORT BXDT PM has a built-in isolating valve and a non-return valve (fitting). This ensures that maintenance can be
carried out without draining the system. The non-return valve also prevents reversed flow during operation.

1

https://product-selection.grundfos.com/product-detail.html?productnumber=99812350&freq=0&lang=LVI


Uzņēmuma nosaukums: Akvedukts, AS
Izveidoja: Guntis Valainis
Tālrunis: 67606390
E-pasts: guntis@akvedukts.lv
Datums: 12.02.2021

Drukāts no Grundfos Produktu centra [2021.01.029]

H
[m]

0.0

0.1

0.2

0.3

0.4

0.5

0.6

0.7

0.8

0.9

1.0

1.1

1.2

Q [m³/h]0 0,05 0,10 0,15 0,20 0,25 0,30 0,35 0,40 0,45

eta
[%]

0

2

4

6

8

10

12

14

16

18

20

22

24

COMFORT 15-14 BDT PM

Sūknējamais šķidrums = Ūdens
Šķidruma temperatūra darba laikā = 60 °C
Blīvums = 983.2 kg/m³
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Apraksts Vērtība
Vispārējā informācija:
Produkta nosaukums: COMFORT 15-14 BDT PM
Produkta Nr.: 99812350
EAN numurs: 5713834634352
Tehn.:
Ātrums Nr.: 1
Maksimālais spiedienaugstums: 14 dm
TF klase: 95
Apstiprinājumi pases datu plāksnītē: CE,VDE,WEEE
Materiāli:
Sūkņa korpuss: Brass
Darbrats: Kompozīts
Uzstādīšana:
Maksimālais darba spiediens: 10 bāri
Type of connection: Rp
Cauruļu savienojums: 1/2
Garums no viena pievienojuma līdz otram: 80 mm
Šķidrums:
Sūknējamais šķidrums: Ūdens
Šķidruma temperatūras diapazons: 2 .. 95 °C
izvēlētā šķidruma temperatūra: 60 °C
Blīvums pie izvēlētās šķidruma
temperatūras:

983.2 kg/m³

Elektriskie dati:
Maks. patērējamā jauda: 7 W
Tīkla frekvence: 50 / 60 Hz
Nominālais spriegums: 1 x 230 V
3. ātruma strāva: 0.07 A
Korpusa klase (IEC 34-5): IP44
Izolācijas klase (IEC 85): F
Motora aizsardzība: ELECT.
Termiskā aizsardzība: Aizsardzība pēc tinumu

pretestības
Citi:
Neto svars: 0.94 kg
Bruto svars: 1.04 kg
Danish VVS No.: 380634034
Swedish RSK No.: 5790548
Izcelsmes valsts: DE
Muitas tarifa Nr.: 84137030
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