
GRUNDFOS WASTEWATER   

Modelis/ Tips Produkta Nr. 
SLC-10E 96061654 

SLC-20E 96061656 

96003332 MS-1 
96003695 

Pludiņslēdzis 

Tips SLC-10E / SLC-20E / MS-1  
Kabeļa garums
10 m 

20 m 

10 m 
20 m 
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		Model / Type

		Product No.

		Cable Length



		SLC-10E

		96061654

		10 m



		SLC-20E

		96061656

		20 m



		MS-1

		96003332

		10 m



		

		96003695

		20 m







Environment-friendly level regulator

The level regulator SLC-10 / 20E / MS-1 have been designed specifically to eliminate those materials potentially harmful to the environment which are normally found in this type of switch.  The switch therefore contains no mercury or lead yet remains reliable and positive in operation.  It is a simple modern device capable of solving all liquid level control problems in a safe and economical way.


The mercury switch generally used in this type of level regulator has been replaced by a micro switch and the use of lead to achieve internal weighting, has been eliminated.  These materials have, in the past, presented concern to users in the event of damage to the regulator and procedures for subsequent disposal.


Our internally weighted level regulator is intended principally for the control of pumps handling water, wastewater, raw sewage and general drainage water.  However, the polypropylene casing and cable with PVC outer sheathing make the units resistant to a wide range of chemicals.


Ina typical single pump installation, 2 units are installed, one fore switching on and one for switching off.  A third one may be used to operate an alarm device and additional units are required for multiple pump installation.  Standard versions include 10 or 20 metre cable lengths.  Other cable lengths, on request.


Connections




Main Features

· The microswitch, fitted in a dual-chamber system, is completely shock and rupture-proof


· The drop shape of the stabilizing weight eccentrically mounted in the housing makes the float switch insensitive to turbulence.


· Due to the smooth and non-porous polypropylene surface, impurities cannot adhere, and rags, papers and other solid matters slip off without influencing the lift of the float switch.


· The cable entry is sealed mechanically and fitted with a solid strain relief.  A separate chamber in the cable entry is filled with a synthetic resin assuring no penetration of humidity.  The cable is stripped before conductors are embedded in the synthetic resin.


· The highly flexible thermoplastic rubber cable has an extremely high mechanical load rating.


Technical Data

Max voltage 


: 250V AC


Max. current 


: 6 (3) A


Max. operating pressure (+20oC) 
: 4 bar


Max liquid temperature

: 85oC


Enclosure class


: IP 68


Casing length/diameter

: 160mm/100mm


Installation

The level regulators should be suspended securely from a bracket located in an accessible position towards the top of the pump well.  Although the SLC 10 /20 / MS1 level regulators have been designed for use on up to 250V, locals codes and regulations may require them to be used on a low voltage supply. Grundfos recommends 24V supply from a protective transformer.  For installation in explosive atmospheres, the regulators must be used in conjunction with appropriate intrinsically safe circuits.
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GRUNDFOS PUMPS BALTIC SIA 

GRUNDFOS WASTEWATER 

Videi draudzīgs līmeņa regulators 

Līmeņa regulators SLC-10/20E/MS-1 ir īpaši 
izstrādāts, lai novērstu šos materiālus potenciāli kaitīgus 
videi, kas parasti atrodamas šāda veida slēdžos. Tāpēc 
slēdzis nesatur dzīvsudrabu vai svinu un joprojām ir 
uzticams un pozitīvs darbībā. Tā ir vienkārša moderna 
ierīce, kas spēj atrisināt visas šķidruma līmeņa kontroles 
problēmas drošā un ekonomiskā veidā. 

Dzīvsudraba slēdzis kuru parasti izmanto šāda veida 
līmeņa regulatoros ir aizstāts ar mikro slēdzi un svina 
izmantošana iekšējai līdzsvarošanai, ir likvidēta. Šo 
materiālu izmantošana radīja bažas pludiņa izmantošanas 
un utilizācijas laikā.

Mūsu iekšēji līdzsvarotais līmeņa regulators ir 
paredzēts galvenokārt sūkņu kontrolei ūdens apstrādes, 
notekūdeņu, neapstrādātu notekūdeņu un vispārējo 
drenāžas ūdeņu atsūknēšanas pielietojumos. Tomēr 
polipropilēna korpuss un kabelis ar PVC ārējo apvalku 
padara pludiņu izturīgu pret plašu ķimikāliju klāstu.

Tipiskā viena sūkņa uzstādīšana: tiek izmantotas 2 
pludiņa vienības, viens ieslēgšanai un viens izslēgšanai. 
Trešais var tikt izmantots, lai darbotos trauksmes ierīce
(piem. pārplūde). Papildu vienības ir nepieciešamas 
vairāku sūkņu uzstādīšanas gadījumos. Standarta 
versijas ir ar 10 vai 20 metru kabeļu garumiem. Citi 
kabeļu garumi, pēc pieprasījuma.

  

Savienojumi 

Galvenās iezīmes

• Mikroslēdzis, uzstādīts divkameru sistēmā, ir pilnīgi 
triecien un plīsumu izturīgs

• Piliena forma ekscentriski uzstādīta korpusā
stabilizējoša atsvara padara līmeņa slēdzi
nejutīgu pret turbulenci.

• Pateicoties gludai un bez porām polipropilena 
virsmai, piemaisījumi nevar pielipt, un lupatas, 
papīrs un citi cietie piesar’nojumi nošļūk 
neietekmējot līmeņa slēdža darbību.

• Kabeļa ievads ir noslēgts mehāniski. Atsevišķā 
kamera, kabeļa ieadā ir piepildīta ar sintetiskiem
sveķiem, nodrošinot to pret mitruma iekļūšanu. 

• Ļoti elastīgai kabeļa gumijai ir ļoti augsts
mehāniskās slodze reitings.

Tehniskie dati

Maks. spriegums   : 250V AC  

Maks. strāva  : 6 (3) A 
Maks. darba spiediens (+20oC) : 4 bar 
Maks. šķidruma temperatūra : 85oC 
Aizsardzības klase : IP 68 
Korpusa garums/diametrs : 160mm/100mm 

Uzstādīšana 

Līmeņa regulatorus ir jāuzstāda ar drošu stiprināju-
mu pie kronšteina, kas atrodas viegli sasniedzamā 
vietā vīrs sūkņa korpusa. Lai gan SLC 10/20/MS1 
līmeņa regulatori ir paredzēti izmantošanai līdz 
250V, vietējie noteikumi var prasīt, lai tos izmanto 
ar zemu sprieguma padevi. GRUNDFOS iesaka 24V 
barošanu no aizsargājoša transformatora. 
Uzstādīšanai sprādzienbīstamā vidē, regulatori ir 
jāizmanto kopā ar piemērotiem drošām ķēdēm.

Gunā Astras iela 8b
Rīga, LV-1082, Latvija 
Tel  : 67149640 
Fax : 67149646 
e-mail : gla_info@grundfos.com
www.grundfos.lv 
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